SplashDrone 3+ Balance Charger
Firmware Update Instruction for
v4 firmware with STORAGE mode

Please download the latest Smart Balance Charger User Manual to match
the firmware in the charger. www.swellpro.com/download.html

Swe"Pro le eck vellpro.com for the

www.swellpro.com ate is manual.




1. Install upgrade tool

1.1PC

You need a Windows PC to perform this firmware update. Unfortunately,
Macintosh computers are not currently supported.

1.2 Install Upgrade Tool
Download the latest charger upgrade package from swellpro.com and unzip it

Open the "Charger Update Tool" folder and double-click the "Balance Charger.

Upgrade Setup” installation file to start the installation. Please follow the steps
below to complete the installation:

) Balance Charger Upgrade Setup. =

¥, Balance Charger Upgrade Setup. =
Installation Falder Instellation Finished -
Where would you like Belance Cherger Upgrade to be installed? \q The installation has conpleted successfully. Q‘»‘ P
The software will be installed in the folder listed belor. To selec The Balence Charger Upgrade 161 installation is canplete
different location, either type in a new path, or click Change to hrnwu for
n axisting folder

Thank you for cheosing Balance Charger Upgrads!
Plesse click Finish to sxit thiz insteller

Tnstall Balance Charger Upgrade to

C:\Brogran Files\Balance Charger Upgrade —

Space required: 9.25 ME

Space available on selected drive: 32 63 GB Leunch CP20I2 Drivers Setup
[ Leunch Balance Charger lperade 1

<>
1.3 Installing the driver

After installing the upgrade tool, open the "CP210x_Windows_Drivers" folder and
install the driver for your computer (depending on your computer system, choose

the X64 or X86 package). Please follow the steps below to complete the
installation:

<2>

CP210xUSB to UART Bridge Drver Installer CP210x USE to UART Bridge Driver nstaller
Welcome to the CP210x USB to icense Agreement
UART Bridge Driver Installer

T wird i el sl cvrs ryourCP210x s Toconte, sccetth lowng cese seement. Toread th et
USBto UART Bridge device. % !gyee:em use: ‘h:‘s‘:mﬂ’hlr or| gr‘eu he. Pgage Dar:nley e

LICENSE AGREEMENT ~
SILICON LABS VCP DRIVE
PORTANT. MEAD CARERULLY EEFORE AGREEIG TO TERMS

ITHIS PRODUCT CONTAINS THE SILICON LABS VCP JRIVER AND

SOFTWARE IS SBJECT TO THE TERMS OF THIS LEENSE

@ accept this ageement Save s Pt
O I dont accept ths agreement
To cortinue, cick Next

Back Hext > Cancel

<Back Net > Cancel

<1> <2>



2.2 Upgrading the charger

a. Open the installed upgrade tool “Balance
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Charger Upgrade

b. After opening the upgrade tool, click “Open” to open the firmware file you have
downloaded and decompressed. The filename will have the extension .fmw

PORT: MODEL: PORT: MODEL:
- Upgrade| stop | Exit | [ | [apeos Upgrade] =0 | Exit |

| o]

[016.8.10\C1_APE06_V3.4\AP606_EVPEAK_LIHV_V34.fmw _ Open

>

Firmware information

Model:  AP606
Revision: V3.4
Firmware description:
None.

\Warning:

Make sure the connection of the charger and computer is right.
Power off your charger before upgrading. connect the charger
to computer by USB cable.

BREAK OFF the connection of the battery to the charger while
upgrading.

Make sure your download or opened firmware matches your
charger model, otherwise your charger will be DAMAGED!!

Power off your charger before upgrading.

If ready,click upgrade.
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CP210x USE to UART Bridge Driver Installer

Completing the Installation of the
CP210x USB to UART Bridge Driver

sl nstalled on ths computer

mputer ¥ your device

Driver Name. Status

/ Siicon Laboratores Inc. .. Readyto use

[_Fosh | concel

<3>

Upgrade the ger firmware

2.1 Prepare the charger

There is a USB interface on the left side of the charger. If the USB port is covered
by a sticker, gently peel back the sticker to expose the USB port.




c. Connect the computer to the charger
with the USB cable and select
PORT:USB. The charger must be OFF.

d. Click the "Upgrade” button and the
software will attempt to connect to the
charger.

Upgrade for AP

PORT: MODEL: POI

COM3 APs06 Upgrade] iop | Bt | comz | [aPeos sop | Exit |
[016.8.10\C1_APE0E_V2 4APE06_EVPEAK_LIMV_V34fmw  Open

[016.8.10\C1_APB0E_V3 4\APE06_EVPEAK_LIHV_V34fmw  Open

Firmware information

Model:  AP606
Revision: V3.4
Firmware description:
None.

\Warning

Make sure the connection of the charger and computer is right.
Power off your charger before upgrading. connect the charger
to computer by USB cable.

BREAK OFF the connection of the battery to the charger while
upgrading.

Make sure your download or opened firmware matches your
charger model, otherwise your charger will be DAMAGED!!

Power off your charger before upgrading.

If ready,click upgrade.

Firmware information

Model:  AP606
Revision: V3.4
Firmware description:
None.

Warning:

Make sure the connection of the charger and computer s right
Power off your charger before upgrading. connect the charger
to computer by USB cable.

BREAK OFF the connection of the battery to the charger while
upgrading.

Make sure your download or opened firmware matches your
charger model,otherwise your charger will be DAMAGED!!
Power off your charger before upgrading

If ready click upgrade.

e. If a successful connection is made,
the software will prompt to power ON
the charger.

Upgrade for AP/

PORT: MODEL:
[coma -] [apsos Upgrade | "Stop_]

[016.5.101C1_APG06_V3.41AP60E_EVPEAK_LIHV_Va34.imw

it |

f. The charger will perform its upgrade.
Do not power off the charger.

® Upgrade for AP/AK series balance charger V1.32 =)
PORT: MODEL:
[coms =] [apoe porecs [Egioar] | Bt |

016.8.10\C1_APG06_V3 A\APE06_EVPEAK_LIHV_V34fmw  Open

nnecting - a ng... i
Now,Please make your charger power on. Now,Please make your charger power on.
handshaking ... [l |handshaking.
OK.
Erase storage ..

||Erase Ok
Update start please wait a while.




g. When the charger update is complete, the message “Update & Verify OK" will

be displayed and the charger will restart.

R Upgrade for AP/AK series balance charger V132

=]

PORT: MODEL:

[coma -] [apsos

Upgiade| =op | it

[016.8.10C1_APE06_v3.41AP606_EVPEAK_LIHV_Va4.imw  Qpen

"Connecting..
Now,Please make your charger power on.
handshaking...

Synchronous OK.

Erase storage ...

Erase OK.

Update start please wait a while.

Update & verify OK

if charger dosn't reboot, cycle power on.

Note:

If the software does not start the
upgrade process when the charger
is powered on, please disconnect
the power supply 5 - 10sec and
then power on the charger and
complete the upgrade.

SD3+ charger firmware
update instruction
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